
MULTIFUNCTIONAL DIGITAL
HEAT PRESS MACHINE

USER GUIDE



MULTIFUNCTIONAL DIGITAL
HEAT PRESS MACHINE

This is the original instruction, please read all manual instructions carefully before operating. VEVOR
reserves clear interpretation of our user manual. The appearance of the product shall be subject to the
product you received. Please forgive us that we won't inform you again if there is any technology or
software updates on our product.

NEED HELP? CONTACT US!
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PARTS LIST
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HEAT PRESS MACHINE PARTS INTRODUCTION
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INTELLIGENT TEMPERATURE CONTROLLER OPERATION METHOD

ra r r r

Pr ara f r

Check the connection between power plug and electrical socket of electrical cabinet. 

Be sure to operate with safe ground wire!!!

Heat press element must be securely plugged into the machine before you switch the machine 

on.Plug your electrical cord into the machine. Plug electrical socket into wall plug. 

temperature and timing setting.(Temperature is measured in Degrees Fahrenheit.) 

Press the “MODE”button ONCE,see the “set light” turning red.Then press
the “plus/minus key” to set the initial heating temperature.

1.

2.

A.Initial Temperature Setting ( R

Press the “MODE” button for THE SECOND TIME;see the “temperature light” turning 
red.Then press the “plus or minus key” to set the highest heating temperature.

B.Highest Temperature Setting ( R

Press the “MODE” button for THE THIRD TIME;see the”time light” turning red.

Then press the “plus or minus key” to set the proper heating time.

C.Proper Heating Time Setting ( Range:0-999 sec

Press 
Object

Mugs

Tiles

Metal board

Plate

230

230

230

230

330

330

300

355

40

40

40

150

Initial 
Temperature

Highest 
Temperature

Proper Heating 
Time ( s )

Sublimation paper:30-50s

230 355

06

ASSEMBLY & USE STEPS

1

2 3

4 5

Tighten knob.

Rotate the heat transfer board 
to the side.

Pull out the mat below, place the 

the pattern on the clothes.

Turn this adjustment switch 
to adjust the pressure.
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Turn the power. 

on by flipping the on/off Switch on.

D. Fahrenheit to Celsius
After turning on the  hot stamping machine, press the+and - buttons simultaneously for about five seconds.
 When PAE is displayed, press the MODE key to display (F-C), and change F to C in the time display gear, 
so that Fahrenheit is converted to Celsius.



1

2

Replace Baking Tray Mat
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Note

D.Finish the Setting and Stands by to Work

Use a Phillips screwdriver to unscrew the screws in the two holes on the
pressure plate to replace the accessories
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Replace Baking Cap Mat

10

4

Replace Baking Tray Mat

B
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Use the screwdriver 4 to tighten the 2 screws just 
removed and put the cap on.

Shaped hat

6

Replace Baking Cap Mat

12

Replace Baking Cap Mat

Loosen the bottom 
screw and remove.

Lift the cushion up4

5

3

11

Unscrew the four butterfly screws at the bottom



E

1

(Tighten the screws on both sides. 
We suggest to tighten the screws on 
the side 
screws on the side  )

2

Adjust the tightness.

Plug in.

Shaped cup

Replace Baking Coaster

I or  J

E

①

1413

2

1

Select the appropriate size 

(Tighten the screws on both sides. We suggest
 to tighten the screws on the side 
 then tighten the screws on the side  )

Adjust the tightness.

Plug in.

Shaped cup

Replace Baking Coaster

E

G

F or H

E

①

Install G to Part E.

baking coaster (Part F or H)



CAUTION

CHECK corr c vol g for ing m c in SUR r i r li l gr
ro c i c c i .

TURN OFF m c in , DISCONNECT r- l for
r l cing i DO NOT forg ring i l glov i i
i ill r ig - m r r .

l l c o m ing r l c m ( i c l cr c

AVOID c ing ing i com r i ring i
ro c i i c o o i l m g ,o ring .

i ’ r ing gr , l ro i lock cr i r r
r c r r o com r i ring.Or, i ill m g
r g o m c in .

for lif ing m c in , l lock m c i ro i lock cr
l l ( n cr ro i lock cr ig i ,
o o m c i y limi .W m ing f lling limi ,

y c f l vi r r iv ling r r m l.

K c il r rom m c i !!!

DO NOT m r r c r o in for rm l r f r king
l voi o m rning.
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Printing methods

 Trouble shooting for transfer quality

Pale Color:T m r r i lo / r r i o corr c /or o r long g .

Blurring Pattern:Tm c r f r im c rolif r ion.

o i ri corr c l r g l .
Allo mor im r r i r r i ri i c l c , ic c

m.

T r r i l g r r m r r i ig .

Scarred Pattern:Tr f r im i long.

T r r i o corr c r r f r r i r li y.

Adhesive Paper: m r r i ig r r ri ing ink.

A r r y r r ir m (N i r ig r l ,
l g i r cor r o r i c ON.

Onc m r r ri i i l m r r , r ill o F .

c .

W i for im i long r (No T r ill im for long r o

x ork,i o m r r ill f ll o i i l m r r

MADE IN CHINA

Precautions: The area 1.5cm from the edge of the heating plate is a non hot stamping area;


